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The maintenance schedule assumes
you will use your vehicle as normal
transportation for passengers and
their possessions. You should also
follow these recommendations:

Avoid exceeding your vehicle’s
load limit. This puts excess stress
on the engine, brakes, and many
other vehicle parts. The load limit
is shown on the tire information
label on the driver’s doorjamb.

Operate your vehicle on
reasonable roads within the legal
speed limit.

Drive your vehicle regularly over a
distance of several miles
(kilometers).

Always use unleaded gasoline with
the proper octane rating (see page

).

Used primarily as a delivery
vehicle or taxi that is driven
mostly in stop-and-go traffic and/
or parked with the engine idling.

Service your vehicle according to the
time and mileage periods on one of
the Maintenance Schedules on the
following pages.

Follow the
maintenance schedule for severe
conditions if you drive your vehicle
MAINLY under one or more of the
following conditions:

Driving less than 5 miles (8 km)
per trip, or in freezing
temperatures, driving less than 10
miles (16 km) per trip.

Driving in extremely hot [over
90°F (32°C)] conditions.

Trailer towing, driving with a roof

rack, or driving in mountainous
conditions.

Driving on muddy, dusty, or de-
iced roads.

If you only OCCASIONALLY
drive under a ‘‘severe’’ condition, you
should follow the Maintenance
Schedule for Normal Conditions.

Follow the
Maintenance Schedule for Severe
Conditions.
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Service the items listed at the indicated distance (or time, if given).
miles x 1,000
km x 1,000

Check oil and coolant at each fuel stop
Check inflation and condition once a month

Every 7,500 miles (12,000 km)

Every 3 years (independent of mileage)
At 120,000 miles (192,000 km) or 10 years, then every 60,000 miles (96,000 km) or 5 years

((OOrr eevveerryy 77 yyeeaarrss,, wwhhiicchheevveerr ccoommeess ffiirrsstt))

((OOrr eevveerryy 11 yyeeaarr,, wwhhiicchheevveerr ccoommeess ffiirrsstt))

((OOrr eevveerryy 22 yyeeaarrss,, wwhhiicchheevveerr ccoommeess ffiirrsstt))

Every 7,500 miles (12,000 km) or every 1 year, whichever comes first

At every 15,000 miles (24,000 km) up to 30,000 miles (48,000 km) or every 1 year, then every 30,000 miles (48,000 km) or 2 years.
At 45,000 miles (72,000 km) or 3 years, then every 30,000 miles (48,000 km) or 2 years.

See information on maintenance and emissions warranty, middle column, page .

((OOtthheerrwwiissee aaddjjuusstt oonnllyy iiff nnooiissyy))
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Check engine oil and coolant
Check tires
Replace engine oil
Rotate tires (follow pattern on page 254)
Replace engine oil filter
Check front and rear brakes
Check parking brake adjustment
Inspect the following items:
Tie-rod ends, steering gearbox, and boots
Suspension components
Driveshaft boots
Brake hoses and lines (including ABS)
All fluid levels and condition of fluids
Exhaust system
Fuel lines and connections

Inspect drive belts
Replace dust and pollen filter
Replace air cleaner element
Inspect valve clearance

Replace automatic transmission fluid
Replace transfer fluid
Replace VTM-4 rear differential fluid
Inspect idle speed
Replace spark plugs
Replace timing belt and inspect water pump

Replace engine coolant
Replace brake fluid
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Service the items listed at the indicated distance (or time, if given).
miles x 1,000
km x 1,000

Check oil and coolant at each fuel stop
Check inflation and condition once a month

Every 7,500 miles (12,000 km)
Every 3,750 miles (6,000 km) or every 6 months, whichever comes first
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((OOrr eevveerryy 11 yyeeaarr,, wwhhiicchheevveerr ccoommeess ffiirrsstt))

((OOrr eevveerryy 22 yyeeaarrss,, wwhhiicchheevveerr ccoommeess ffiirrsstt))

Every 15,000 miles (24,000 km) (Use normal schedule except in dusty conditions)

((OOtthheerrwwiissee aaddjjuusstt oonnllyy iiff nnooiissyy))

((OOrr eevveerryy 77 yyeeaarrss,, wwhhiicchheevveerr ccoommeess ffiirrsstt))
At 120,000 miles (192,000 km) or 10 years, then every 60,000 miles (96,000 km) or 5 years

Every 3 years (independent of mileage)
At every 7,500 miles (12,000 km) up to 15,000 miles (24,000 km) or every 6 months, then every 15,000 miles (24,000 km) or 1 year.

See timing belt on page for replacement information under special driving conditions.

Follow this schedule for rear differential fluid replacement if you use your vehicle for off-highway driving, trailer towing, mainly in stop-and-go driving. Otherwise, use
the fluid replacement schedule in the Maintenance Schedule for Normal Conditions.

See information on maintenance and emissions warranty, middle column, page .

Every 7,500 miles (12,000 km) or every 6 months, whichever comes first

120
192

Check engine oil and coolant
Check tires
Replace engine oil and oil filter
Rotate tires (follow pattern on page 254)
Check front and rear brakes
Inspect the following items:
Tie-rod ends, steering gearbox, and boots
Suspension components, Driveshaft boots

Check parking brake adjustment
Lubricate all hinges, locks and latches
Inspect the following items:
Brake hoses and lines (including ABS)
All fluid levels and condition of fluids
Exhaust system
Fuel lines and connections
Lights and controls/vehicle underbody

Inspect drive belts
Replace dust and pollen filter (see page 248)
Replace automatic transmission fluid
Replace transfer fluid
Replace air cleaner element
Inspect valve clearance

Replace VTM-4 rear differential fluid
Inspect idle speed
Replace spark plugs
Replace timing belt , and inspect water pump

Replace engine coolant
Replace brake fluid
1 :
2 :
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－ －

The timing belt should be replaced
at the intervals shown in the
maintenance schedule.

Replace the belt at 60,000 miles
(100,000 km) if you regularly drive
your vehicle in one or more of these
conditions:

In very high temperatures
(over 110°F, 43°C).
In very low temperatures
(under 20°F, 29°C).
Frequently tow a trailer.Check the level on the side of the

reservoir when the engine is cold.
The fluid should be between the
UPPER LEVEL and LOWER LEVEL.
If not add power steering fluid to the
UPPER LEVEL mark.

Pour the fluid slowly and carefully so
you do not spill any. Clean up any
spill immediately; it could damage
components in the engine
compartment.

Always use Honda Power Steering
Fluid. You may use another power
steering fluid as an emergency

 replacement, but have the power
steering system flushed and refilled
with Honda PSF as soon as possible.

A low power steering fluid level can
indicate a leak in the system. Check
the fluid level frequently, and have
the system inspected as soon as
possible.

Timing BeltPower Steering Fluid

Power Steering Fluid, Timing Belt
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UPPER LEVEL

LOWER
LEVEL

Turning the steering wheel to f ull lef t
or right lock and holding it there can
damage the power steering pump.
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